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HAP concentration of 50 ppmv or less, 
and an outlet concentration of hydro-
gen halide and halogen HAP of 50 ppmv 
or less. 

(2) Any Group 1 process vents within 
a process that are not controlled ac-
cording to this alternative standard 
must be controlled according to the 
emission limits in tables 1 through 3 to 
this subpart. 

(b) Compliance requirements. To dem-
onstrate compliance with paragraph (a) 
of this section, you must meet the re-
quirements of § 63.1258(b)(5) beginning 
no later than the initial compliance 
date specified in § 63.2445, except as 
specified in paragraphs (b)(1) through 
(9) of this section. 

(1) You must comply with the re-
quirements in § 63.983 and the require-
ments referenced therein for closed- 
vent systems. 

(2) When § 63.1258(b)(5)(i) refers to 
§§ 63.1253(d) and 63.1254(c), the require-
ments in paragraph (a) of this section 
apply for the purposes of this subpart 
FFFF. 

(3) When § 63.1258(b)(5)(i)(B) refers to 
‘‘HCl,’’ it means ‘‘total hydrogen halide 
and halogen HAP’’ for the purposes of 
this subpart FFFF. 

(4) When § 63.1258(b)(5)(ii) refers to 
§ 63.1257(a)(3), it means § 63.2450(j)(5) for 
the purposes of this subpart FFFF. 

(5) You must submit the results of 
any determination of the target 
analytes of predominant HAP in the 
notification of compliance status re-
port. 

(6) If you elect to comply with the re-
quirement to reduce hydrogen halide 
and halogen HAP by greater than or 
equal to 95 percent by weight in para-
graph (a)(1)(i)(C) of this section, you 
must meet the requirements in para-
graphs (b)(6)(i) and (ii) of this section. 

(i) Demonstrate initial compliance 
with the 95 percent reduction by con-
ducting a performance test and setting 
a site-specific operating limit(s) for the 
scrubber in accordance with § 63.994 and 
the requirements referenced therein. 
You must submit the results of the ini-
tial compliance demonstration in the 
notification of compliance status re-
port. 

(ii) Install, operate, and maintain 
CPMS for the scrubber as specified in 

§§ 63.994(c) and 63.2450(k), instead of as 
specified in § 63.1258(b)(5)(i)(C). 

(7) If flow to the scrubber could be 
intermittent, you must install, cali-
brate, and operate a flow indicator as 
specified in § 63.2460(c)(7). 

(8) Use the operating day as the aver-
aging period for CEMS data and scrub-
ber parameter monitoring data. 

(9) The requirements in paragraph (a) 
of this section do not apply to emis-
sions from storage tanks during peri-
ods of planned routine maintenance of 
the control device that do not exceed 
240 hr/yr. You may submit an applica-
tion to the Administrator requesting 
an extension of this time limit to a 
total of 360 hr/yr in accordance with 
the procedures specified in § 63.2470(d). 
You must comply with the record-
keeping and reporting specified in 
§§ 63.998(d)(2)(ii) and 63.999(c)(4) for peri-
ods of planned routine maintenance. 

[68 FR 63888, Nov. 10, 2003, as amended at 70 
FR 38559, July 1, 2005] 

NOTIFICATION, REPORTS, AND RECORDS 

§ 63.2515 What notifications must I 
submit and when? 

(a) You must submit all of the notifi-
cations in §§ 63.6(h)(4) and (5), 63.7(b) 
and (c), 63.8(e), (f)(4) and (6), and 63.9(b) 
through (h) that apply to you by the 
dates specified. 

(b) Initial notification. As specified in 
§ 63.9(b)(2), if you startup your affected 
source before November 10, 2003, you 
must submit an initial notification not 
later than 120 calendar days after No-
vember 10, 2003. 

(2) As specified in § 63.9(b)(3), if you 
startup your new affected source on or 
after November 10, 2003, you must sub-
mit an initial notification not later 
than 120 calendar days after you be-
come subject to this subpart. 

(c) Notification of performance test. If 
you are required to conduct a perform-
ance test, you must submit a notifica-
tion of intent to conduct a performance 
test at least 60 calendar days before the 
performance test is scheduled to begin 
as required in § 63.7(b)(1). For any per-
formance test required as part of the 
initial compliance procedures for batch 
process vents in table 2 to this subpart, 
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you must also submit the test plan re-
quired by § 63.7(c) and the emission pro-
file with the notification of the per-
formance test. 

§ 63.2520 What reports must I submit 
and when? 

(a) You must submit each report in 
Table 11 to this subpart that applies to 
you. 

(b) Unless the Administrator has ap-
proved a different schedule for submis-
sion of reports under § 63.10(a), you 
must submit each report by the date in 
table 11 to this subpart and according 
to paragraphs (b)(1) through (5) of this 
section. 

(1) The first compliance report must 
cover the period beginning on the com-
pliance date that is specified for your 
affected source in § 63.2445 and ending 
on June 30 or December 31, whichever 
date is the first date following the end 
of the first 6 months after the compli-
ance date that is specified for your af-
fected source in § 63.2445. 

(2) The first compliance report must 
be postmarked or delivered no later 
than August 31 or February 28, which-
ever date is the first date following the 
end of the first reporting period speci-
fied in paragraph (b)(1) of this section. 

(3) Each subsequent compliance re-
port must cover the semiannual report-
ing period from January 1 through 
June 30 or the semiannual reporting 
period from July 1 through December 
31. 

(4) Each subsequent compliance re-
port must be postmarked or delivered 
no later than August 31 or February 28, 
whichever date is the first date fol-
lowing the end of the semiannual re-
porting period. 

(5) For each affected source that is 
subject to permitting regulations pur-
suant to 40 CFR part 70 or 40 CFR part 
71, and if the permitting authority has 
established dates for submitting semi-
annual reports pursuant to 40 CFR 
70.6(a)(3)(iii)(A) or 40 CFR 
71.6(a)(3)(iii)(A), you may submit the 
first and subsequent compliance re-
ports according to the dates the per-
mitting authority has established in-
stead of according to the dates in para-
graphs (b)(1) through (4) of this section. 

(c) Precompliance report. You must 
submit a precompliance report to re-

quest approval for any of the items in 
paragraphs (c)(1) through (7) of this 
section. We will either approve or dis-
approve the report within 90 days after 
we receive it. If we disapprove the re-
port, you must still be in compliance 
with the emission limitations and work 
practice standards in this subpart by 
the compliance date. To change any of 
the information submitted in the re-
port, you must notify us 60 days before 
the planned change is to be imple-
mented. 

(1) Requests for approval to set oper-
ating limits for parameters other than 
those specified in §§ 63.2455 through 
63.2485 and referenced therein. Alter-
natively, you may make these requests 
according to § 63.8(f). 

(2) Descriptions of daily or per batch 
demonstrations to verify that control 
devices subject to § 63.2460(c)(5) are op-
erating as designed. 

(3) A description of the test condi-
tions, data, calculations, and other in-
formation used to establish operating 
limits according to § 63.2460(c)(3). 

(4) Data and rationale used to sup-
port an engineering assessment to cal-
culate uncontrolled emissions in ac-
cordance with § 63.1257(d)(2)(ii). This re-
quirement does not apply to calcula-
tions of hydrogen halide and halogen 
HAP emissions as specified in 
§ 63.2465(b), to determinations that the 
total HAP concentration is less than 50 
ppmv, or if you use previous test data 
to establish the uncontrolled emis-
sions. 

(5) The pollution prevention dem-
onstration plan required in 
§ 63.2495(c)(1), if you are complying with 
the pollution prevention alternative. 

(6) Documentation of the practices 
that you will implement to minimize 
HAP emissions from streams that con-
tain energetics and organic peroxides, 
and rationale for why meeting the 
emission limit specified in tables 1 
through 7 to this subpart would create 
an undue safety hazard. 

(7) For fabric filters that are mon-
itored with bag leak detectors, an oper-
ation and maintenance plan that de-
scribes proper operation and mainte-
nance procedures, and a corrective ac-
tion plan that describes corrective ac-
tions to be taken, and the timing of 
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